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Installation Instructions:  H-11 Tool Steel Head 
Stud Kit 2008+ Mitsubishi 4B11T 

 

Part Number:  20006025 
Applications:  2008+ 4B11T 2.0L, EVO 10 & Ralliart 
           

Disclaimer and Warranty 
A vehicle modified with Cosworth competition and or racing performance products will not meet the legal 
requirements for operation on public roads and highways.  It is the purchaser’s responsibility to check and 
comply with all local, state and federal laws prior to operating vehicle.  Installation and use of performance 
products may also affect and void warranty and insurance policies.  In general, Cosworth Performance Parts 
carry no warranty.  Cosworth, LLC and Cosworth Ltd. shall not be liable for direct, indirect, incidental or 
consequential damage or injury to persons or property that might be claimed as a result from the installation, 
improper installation, and failure of part including claims for delay, loss of profits or labor.  There are no 
warranties expressed or implied. 

General Installation 
1. Some clearancing of the cylinder head casting may be required to torque the two front nuts (#8 and #10 in the 

diagram below). How much material removal will depend on the design of your socket. 
2. Ensure that the studs, nuts are coated with oil at all times. Motor, machining, or almost any oil can be used.  Do not 

wash studs with an aqueous solution. Only a solvent based cleaner must be used for washing. 

3. Make sure threads in the block are clean and re-tap ONLY if necessary.  Use cutting oil when chasing threads. 

4. Coat the studs that will be threaded into the block with a thin coat of engine oil. Thread the studs into the block hand 
tight only. You can use an Allen key to “snug” the studs. 

5. Install the cylinder heads and check to ensure all studs are properly aligned. Always use the factory dowels. 

6. Once the head is properly aligned, generously apply included assembly lubricant on top of washers, threads of the stud, 

threads of the nut, and bottom of the nut.  If you have washers with a chamfer in them, the chamfer side faces down. If 

you have flat washers, the square edge on the perimeter faces down. Hand tighten the nuts first. 

7. Use the diagram below and follow the torque sequence of the head bolts.  Torque the nuts to 85 ft/lbs. in three steps 

(i.e. 30, 60, then 85 ft/lbs. following torque sequence). 

       


