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PR7332 Billet Crankshaft Prep - Subaru 
 
Prior to installation of the billet Subaru crankshaft, some prep work is required.  Four 
plugs (i.e. set screws) were included with the crankshaft.  These plugs must be 
installed into the main oil galley of the crankshaft before engine assembly.   
 
Included with the billet crankshaft are the following set screws: 
  

Quantity Description 
1 1/4” UNF Set Screw x 1/4" Long 
2 1/4” UNF Set Screw x 5/16" Long 
1 5/16” UNF Set Screw x 3/8" Long 

 
The steps required to prep the billet crankshaft are detailed below: 

1. Thoroughly clean crankshaft including main oil galley.  Make sure that all debris 
is removed from inside the oil galley.  The oil galley is fully linked throughout 
the length of the crankshaft.  Take care to ensure that the entire oil galley is 
clean.  Also, ensure that the threaded holes for the flywheel bolts and front 
crankshaft bolt are clean from debris.  

2. Thoroughly clean all 4 set screws. 
3. Install the 1/4 UNF x 1/4” long set screw into the threaded hole on the front of 

the #1 main journal.  Use Loctite 271 (Red) or equivalent and torque to 65 
lbf*in.  Make sure that the head of the set screw is fully below the surface of the 
crankshaft.  See Figure 1. 

 
 

 

Install 1/4” UNF x 1/4” 
set screw here 

Figure 1 
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4. Install one of the 1/4 UNF x 5/16” long set screw into the threaded hole on the 

back of the #4 main journal.  To do this, the set screw should be started by 
hand, and then a wrench can be passed through the threaded hole on the 
flywheel mounting flange.  Use Loctite 271 (Red) or equivalent and torque to 65 
lbf*in.  Make sure that the head of the set screw is fully below the surface of the 
crankshaft.  See Figure 2. 

 
 

 

Flywheel mounting  
flange Install 1/4” UNF x 5/16” 

set screw here 

Figure 2 
 
 
5. Install the other 1/4 UNF x 5/16” long set screw into the small threaded hole on 

the flywheel mounting flange.  Use Loctite 271 (Red) or equivalent and torque 
to 65 lbf*in.  Make sure that the head of the set screw is fully below the surface 
of the crankshaft.  See Figure 3. 

6. Install the 5/16 UNF x 3/8” long set screw into the large threaded hole on the 
flywheel mounting flange.  Use Loctite 271 (Red) or equivalent and torque to 80 
lbf*in.  Make sure that the head of the set screw is fully below the surface of the 
crankshaft.  See Figure 3. 
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Figure 3 

Insert 5/16” UNF  
x 3/8” set screw  
here 

Insert 1/4” UNF x 5/16” 
set screw here 

 
 

7. Thoroughly clean crankshaft oil galleys again.  This is to ensure that any 
excess Loctite is removed. 

8. Coat crankshaft with a rust preventative fluid (WD40 if crankshaft will be 
installed in engine within a day or engine oil if crankshaft will sit for a longer 
period of time). 

 


