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2007 – 2009 Mazdaspeed3 Turbo Inlet

Congratulations on your purchase of the COBB Turbo Inlet for the 2007 – 2009 Mazdaspeed 3. 
The following instructions should assist you through your installation process.  Please read them 
first BEFORE beginning the install and familiarize yourself with the steps and tools needed.  If 
you feel that you can not properly perform this installation, we HIGHLY recommend you take 
the vehicle to a qualified and experienced automotive technician.

Stock turbo inlet removal

1 - Start by removing the battery cover by depressing the two clips on the front of the cover and lifting 
up.



2 - Remove the battery by loosening the 10mm nuts on the positive and negative terminals and 
removing them from the battery.  Now remove the two 10mm nuts on the battery tie down and the 
battery should now be able to be removed.

3 - You will now need to remove the ECU terminal cover by depressing the tab on the front of the 
cover and lifting up to remove it.  Disconnect the ECU terminal connectors by depressing the tab in the 
center of the gray portion of the connector and then lifting up on the white portion of the connector to 
release them from the ECU.



4 - Remove the three 10mm bolts on the bottom of the battery box.  Now using a pair of needle nose 
pliers release the three plastic fasteners that secure the ECU and ground harness to the battery box.

5 - You should now be able to lift the entire battery box with the ECU connected to the side of it out of 
the car.

6 - You will now need to remove the intake elbow by loosening the two hose clamps and removing the 
PCV hose from the elbow by using a pair a needle nose pliers to loosen the clamp that holds it in place.



7 - Now using a pair of needle nose pliers release the 2 plastic fasteners that secure the wire harness to 
the stock turbo inlet.  Also loosen the 10mm nut that secures the front of the turbo inlet to the bracket 
on the motor.  Loosen the 10mm hose clamp that secures the turbo inlet to the turbo and loosen the 
clamp that secures the boost control vacuum line to the inlet and remove it.  Loosen the clamp that 
secures the bypass valve return hose to the inlet and remove the hose.  You should now be able to 
remove the stock turbo inlet.

Cobb turbo inlet installation

1 - You will install the COBB Turbo Inlet in the same orientation as the factory turbo inlet.  Slide the 
silicone turbo inlet on the end of the turbo but leave the clamp loose for now.  Reinstall the boost 
control vacuum line and clamp onto the plastic nipple on the silicone inlet.



2 - You will now want to make sure the metal sleeve is protruding half way out of the turbo inlet and 
tighten the hose clamp that holds it in place.  Also do the same for the bypass valve return. Reinstall the 
bypass valve return hose and clamp onto the the metal sleeve in the COBB Turbo Inlet. You may now 
reinstall the intake elbow, PCV hose and all related clamps.  Finally, make sure to tighten the hose 
clamp that secures the turbo inlet to the turbo.  

3 - Verify that all clamps and connections are tight and reinstall the battery and battery box in the 
reverse order in which they were removed.  

4 - Start the car and make sure the idle is stable.  If the car idles erratically it may be the sign of a post 
MAF vacuum leak. Recheck all fittings and connections until the leak is found.

5 - Now go enjoy your Mazdaspeed 3!
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