
 

  

812050, 812060 – COBB Tuning Front License Plate 

Delete Install Instructions 

 

Congratulations on your purchase of the COBB Tuning Front License Plate Delete. The following 

instructions will assist you through your installation process. Please read them first BEFORE 

beginning the install and familiarize yourself with the steps and tools needed. If you feel that you 

cannot properly perform this installation, we HIGHLY recommend you take the vehicle to a qualified 

and experienced automotive technician. 

Part List 

 License Plate Delete 

 (2) Self Tapping Screws 

Tools Needed 

 Phillips Head Screwdriver 

 Drill 

 1/16 or 5/64" Drill Bit



 

  

Installation of COBB Tuning Front License Plate Delete 

02-05 Subaru Impreza 

1. Locate the dimples or existing holes in the bumper where the front license plate is mounted.  If 

your car has never had a front license plate installed at some point, you may have to drill a 

small pilot hole in the bumper for the self tapping screws. 

 

2. If you need to drill a pilot hole, locate the front license plate dimples in your bumper (you can 

use the COBB Tuning Front License Plate Delete as a template as well).  Using a 1/16 or 5/64 

inch drill bit, drill two small pilot holes in your bumper.  These pilot holes will be used to locate 

the self tapping screws. 

 



 

  

3. Using a phillips head screwdriver, mount the front license plate delete using the two provided 

self tapping screws. 

 

06+ Subaru Impreza 

1. Locate the dimples or existing holes in the bumper where the front license plate is mounted.  If 

your car has never had a front license plate installed at some point, you may have to drill a 

small pilot hole in the bumper for the self tapping screws. 

 



 

  

2. If you need to drill a pilot hole, locate the front license plate dimples in your bumper (you can 

use the COBB Tuning Front License Plate Delete as a template as well).  Using a ?inch drill 

bit, drill two small pilot holes in your bumper.  These pilot holes will be used to locate the self 

tapping screws. 

 

3. Using a phillips head screwdriver, mount the front license plate delete using the two provided 

self tapping screws. 

 


