
Disconnect the Ignition coils.This illustrates the bank of the 
motor of the driver side.Repeat the same work to the passenger 
side as well. 
 

Parts Included
② Bolts x4① IP coils x4

 

Disconnect negative(-) battery terminal at the  
beginning of the installation.  
Note: it takes approx. 20 minutes to reset the ECU. 

Installation Procedure 

Before the installation of the Ignition coils, remove the 
Air cleaner box, Battery, Washer tank, and etc. 

Air cleaner box 

Washer tank 

Battery 

Air duct 

driver side passenger side 

※Make a note of the
   connector colors, so that the 
   re-connection can be made
   properly.
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Thank you for purchasing the IP coil. We appreciate your confidence in our product .
Please read this instruction carefully to make a proper and safe installation.

Caution！
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Safety Instructions:
1. Installation should be made only on the designated car and model.
2. Never modify or dismantle this product.
3. The vehicle should be on a flat surface, with tires blocked to prevent the car from rolling.
4. The engine should be off and completely cooled. Be sure the ignition key is not inserted.
5. The negative terminal from the battery should be disconnected. However, this may cause the security alarm to activate. Please consult the vehicle owner's
    manual to prevent this from occurring.
6. The engine should be in good operating condition. Any sign of defects should be corrected
    (repaired) before installation.
7. Make sure the air circulation is good before running the engine.
8. Installation should be performed by a professional mechanic.
9. If the engine performance previously boosted through modification of the ignition timing or air/fuel ratio, it may require readjustment following installation of the 
     IP Coil.
10. If any defects are found in the IP Coil. discontinue using it immediately and contact the dealer where you purchased the product, or IGNITION PROJECTS.



Install the IP Coils to the engine securing with the
Bolts. The illustration shows the driver-side.
Install the IP Coils to the passenger side as well.

Remove the Plug boots from the Ignition coil, then connect
them to the IP Coils.

（１）Remove the Plug boot.

（２）Connect the Plug boot removed from the stock coil, 
      to the IP Coils.

５

４

②
Bolt

Stock coil   
 

Plug boot. 
 

①Plasma Direct

Plug boot

６ Place the Air cleaner box, Battery, Washer tank, and etc.

First tighten the bolt by hand, then apply tool to complete bolting. 
Screwing by tool from the beginning might give too much force to the
Bolt-tightening and cause damage to the IP Coils.

Never fail to follow this instruction. Caution ！
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