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Plasma Spark：４ or 6① ② Ground bracket：４ or 6

First, please disconnect the negative(-) battery terminal.  
Note: it takes approx. 20 minutes to reset ECU. 

Air cleaner box

Washer tank

Battery

Air duct

driver side passenger side 

※Please make a note of the
   connector colors, so that the 
   re-connection can be made
   properly.

Before the installation of the Plasma Spark, remove the
Air Cleaner Box, Battery, Washer Tank, and etc.

Disconnect the Ignition Coils from the engine as Illustrated below.
Repeat the same work for the driver side as well.

Thank you for purchasing the Plasma Spark. We appreciate your confidence in our product. 
Please read this instruction carefully to make a proper and safe installation. 

Plasma Spark Installation Instructions for SUBARU

1. Installation should be made only on the designated car and model. 
2. Never modify or dismantle this product. 
3. The vehicle should be on a flat surface, with tires blocked to prevent the car from rolling. 
4. The engine should be off and completely cooled. Be sure the ignition key is not inserted. 
5. The negative terminal from the battery should be disconnected. However, this may cause the security alarm to activate. Please consult the vehicle 
    owner's manual to prevent this from occurring. 
6. The engine should be in good operating condition. Any sign of defects should be corrected (repaired) before installation. 
7. Make sure the air circulation is good before running the engine. 
8. Installation should be performed by a professional mechanic. 
9. If the engine performance previously boosted through modification of the ignition timing or air/fuel ratio, it may require readjustment following installation 
    of the Plasma Spark. 
10. If any defects are found in the Plasma Spark, discontinue using it immediately and contact the dealer where you purchased the product, or 
      Okada Projects. 

Parts Included

Installation Diagram 

Safety Instructions: 
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Remove the Phillips screw from the Plasma Spark.
Attach the Ground Bracket to the Plasma Spark and Ignition coil.
Position the Bracket hole over the Plasma Spark bolt hole.

Phillips screw  

Plasma Spark ①

Connect the Plasma Spark to the Ignition coil, 
inserting the part  (A) into the Plasma Spark.
Make sure the spring is in the hole center of (A).

Rotate the Plasma Spark so that the Phillips screw will be on the 
center, as illustrated below.  

４
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Place back the removed bolt.

Ignition coil bolt

９

10

Apply Silicon Grease on top of the Plasma Spark.
This makes the Plasma Spark connection to the Ignition
coil smooth.

② Ground bracket

Pressing the bracket on to the Plasma Spark,  
as illustrated below, tighten the Phillips screw. 

Remove the Plug Boot and the bolt from the Ignition Coil.

Ignition coil

Ignition coil

Plug Boot

Plasma Spark ①bolt hole 

Phillips screw

Phillips screw 



Removing the Plasma Spark from the Ignition coil; 
Hold the Plasma Spark by hand.  
Place your thumb between the Ignition coil and the  
Plasma Spark, as illustrated. 
then, by thumb , push the Ignition coil out from the  
Plasma Spark. 

Never force to pull off the Plasma Spark squeezing and  
rotating it. 
These might cause damage to the Plasma Spark. 

Never force to pull off the Plasma Spark only  holding its end. 
 

①

②

First tighten the bolt by hand, then use tool.
Never give too much torque to the bolt. Please apply correct
torque, referring service repair manual book.

Never fail to follow this instruction. 
 

Caution ！

Mount the Ignition coil with the Plasma Spark installed, 
back to the engine. 
The illustration below shows the passenger-side. 
Repeat the same work for the driver side. 
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11

12 Reassemble all the parts disconnected for the installation 
of the Plasma Spark 

Caution！
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